
 

PKP 
WALL MOUNTED HOOD WITH LABYRINTH 
FILTERS 

  
 

 
 
RANGE FEATURES 
 
 
Professional hood made of stainless steel AISI 304 18-10, satin Scotch-brite 
finish. Spot-welded construction equipped with labyrinth filters in SS AISI 
304 easily removable and washable. Perimetral fat discharge channel equipped 
with ball valve tap. 
Static pressure drop loss 60 Pa.  
Kit for install to ceiling. 
  

 
Dim.   CAPPA  

HOOD 
L P H m3/h 

Parti 
Parts 

Spessore 
Thickness 

PKP1112 120 110 45 1200 1 8/10 

PKP1116 160 110 45 1800 1 8/10 

PKP1120 200 110 45 2400 1 8/10 

PKP1124 240 110 45 2400 1 8/10 

PKP1128 280 110 45 3000 1 8/10 

PKP1132 320 110 45 3600 1 8/10 

PKP1136 360 110 45 3600 1 10/10 

PKP1140 400 110 45 4200 1 10/10 

  

PKP1312 120 130 45 1200 1 8/10 

PKP1316 160 130 45 1800 1 8/10 

PKP1320 200 130 45 2400 1 8/10 

PKP1324 240 130 45 2400 1 8/10 

PKP1328 280 130 45 3000 1 8/10 

PKP1332 320 130 45 3600 1 8/10 

PKP1336 360 130 45 3600 1 10/10 

PKP1340 400 130 45 4200 1 10/10 

  

PKP1612 120 160 45 1200 1 8/10 

PKP1616 160 160 45 1800 1 8/10 

PKP1620 200 160 45 2400 1 8/10 

PKP1624 240 160 45 2400 1 8/10 

PKP1628 280 160 45 3000 1 8/10 

PKP1632 320 160 45 3600 1 8/10 

PKP1636 360 160 45 3600 1 10/10 

PKP1640 400 160 45 4200 1 10/10 
 
 


